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Avex® 1604

English Français Deutsch Italiano Español

120° Countersunk head 120° Tête fraisée 120° Senkkopf 120° Testa svasata 120° Cabeza avellanada

Body: Aluminium alloy* 
(2.5 % Mg)
Natural

Corps: Alliage 
d‘aluminium* (2.5% Mg)
Brut

Hülse: Aluminium* 
(2.5 % Mg)
Blank

Corpo: Lega di alluminio* 
(2.5% Mg)
Nessuna finitura

Cuerpo: Aluminio* 
(2.5% Mg)
Natural

Stem: Low carbon steel**

Zinc coated

Tige: Acier bas carbone**

Revêtement zingué

Dorn: Stahl** 

Verzinkt

Gambo: Acciaio a basso 
tenore di carbonio** 
Zincato

Vástago: Acero bajo en 
carbono** 
Zincado

*: AA 5052, DIN 1725,  AlMg2.5,  Werkstoff 3.3523
**: BS3111 Type 0, SAE 1015/1018/1022, DIN 1654, Cq15/Cq22
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nom. min. max. min. max. max. max. max. max. lbf1) lbf1)

1/8"
(3.2 mm)

.093 .250

.128 .133

.48

.217 .050 .0695

155 205 01604-00412

.155 .312 .53
165 230

01604-00414

.217 .375 .58 01604-00416

5/32"
(4.0 mm)

.109 .312
.161 .166

.56
.257 .052 .0835 255 300

01604-00514

.142 .346 .59 01604-00515

3/16"
(4.8 mm)

.125 .312
.193 .198

.61
.351 .069 .1115

350
530

01604-00615

.250 .500 .80 295 01604-00621

all dimensions in inches / en pouces / alle Maße in Zoll / in pollici / en pulgadas

1) typical values / valeurs moyennes / typische Werte / Valori tipici / resistencias máximas recomendadas


